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Thermal Shock Test Chamber

The thermal shock test chamber is an essential piece of testing equipment for industries dealing with

materials such as metals, plastics, rubber, and electronics. It is used to assess the degree to which material

structures or composite materials can withstand continuous, instantaneous exposure to alternating

extremes of high and low temperatures. This enables the detection—within the shortest possible

timeframe—of any chemical changes or physical damage sustained by test specimens as a result of

thermal expansion and contraction.
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The workpiece can be placed in any orientation, requiring no fixturing for positioning; it features automatic recognition and automatic measurement.
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Item MX/2CJ100 TH2C150 TH2C225 TH2C800 TH2C1000

Volume 100 L 150 L 225 L 800 L 1000 L

Inner Dimensions (mm) 400×450×550 500×500×600 500×600×750
800×1000×10

00
1000×1000×1

000

Working Space (mm) 200×200×200 250×250×250 350×400×400 550×700×700 700×700×700

Operating Temperature 5–35°C 5–35°C 5–35°C 5–35°C 5–35°C

Temperature Range -20°C / -40°C / -60°C ~ 100°C (Optional: 130°C, 150°C, 180°C)

Temperature Stability /
Uniformity

±0.5°C / ±2°C

High Temp Performance RT+10~190°C, heating from 25°C to 190°C within ~35 min

Low Temp Performance -10~70°C, cooling from 25°C to -70°C within ~70 min

Controller LED display / LCD button / Touchscreen controller

Refrigeration System
Mechanical compression, single or dual stage, air or water cooled, Tecumseh (France) or

Bitzer (Germany) compressors

Heating System Independent nickel-chromium heating

Protection Leakage / Over-temp / Motor overheating / Compressor overpressure / Short circuit

Power (kW) 8 10 13 22 25

Overall Dimensions (mm) 900×1000×1700
1000×1100×17

00
1000×1300×175

0
1550×1600×22

50
1850×1600×2

250

Power Supply 220V 220V 220V 380V 380V

Parameters
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